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VISION - THE BEST JOYFULL

UV기술의 LEADER JECO는

UV의 가능성을 더욱 넓게 열며 친환경적으로

고객에게 최고의 기쁨이 되는 회사로 나아가겠습니다.

주은 UVTECH(주)

대표이사

CEO

이 광 석
Lee Kwang Suk

JECO will become the best joyful 
with eco-friendly products as the leader of UV technology. 

UV技术的 LEADER JECO使
UV的可能性更加广泛，更环保的为客户带来最高喜悦的公司而发展.

JUEUN UV TECH
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ALUMINUM MIRROR COLD MIRROR COLD+IRCUT FILTER COLD+FILTER+AIR

Lower temperature UV curing system

WAVE LENGTH / 波长

/ 低温 固化系统

/ 过滤器的 种类

FILTER FT TYPE
400~500nm CUT

FILTER LT TYPE
300nm이하CUT

FILTER RT TYPE
300~400nm만투과

FILTER

UV SYSTEM
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UV LED CURE MACHINE
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SLABC-1000AF

ITEM DESCRIPTION

200×100

700 @WD10

Forced Air Cooling

650W

1000(W)×550(D)×812(H)

Irradiation area(㎜)

UV Intensity(mW/㎠)

Cooling method

Power controller unit

(Power consumption)

Physical Dimensions(㎜)
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TEST TYPE

SLABC-2010AF

CONVEYOR TYPE

ITEM DESCRIPTION

100×100

150~400 @WD10

Forced Air Cooling

H-50VC (1330W)

534(W)×407(D)×354(H)

Irradiation area(㎜)

UV Intensity(mW/㎠)

Cooling method

Power controller unit

(Power consumption)

Physical Dimensions(㎜)
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/ 试验用, 少量生产用

/ 传送型
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UV LED CURE MACHINE
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H-4MLH200

HIGH POWER TYPE

mm mm

mm mm

m
W
/㎠

m
W
/㎠

m
W
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m
W
/㎠

m
W
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m
W
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ITEM DESCRIPTION

200×100

Forced Air Cooling

H-1MVC3000-DRV-CV (3kw)

406.8(W)×125(D)×215(H)

MODEL

Irradiation area(㎜)

UV Intensity(mW/㎠)

Cooling method

Power controller unit

(Power consumption)

Physical Dimensions(㎜)

H-4MLH200-V1(365nm)

3300 @WD10

H-4MLH200-V2(385nm)

4600 @WD10 

H-4MLH200-V4(395nm)

4100 @WD10

365nm

385nm

395nm

mm mm

X축 Y축

X축 Y축

X축 Y축



ITEM DESCRIPTION

100

5000 @WD10

Forced Air Cooling

H-40VC

200(W)×75(D)×139(H)

Irradiation area(㎜)

UV Intensity(mW/㎠)

Cooling method

Power controller unit

(Power consumption)

Physical Dimensions(㎜)
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UV LED CURE MACHINE
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H-4VH

WD10

WD20

WD30

WD10

WD20

WD30

H-4MLH84

BAR TYPE

LINE TYPE

ITEM DESCRIPTION

100×10

1400 @WD10 

Forced Air Cooling

H-16VC (600W) / H-16VCⅡ-C

125(W)×40(D)×178(H)

Irradiation area(㎜)

UV Intensity(mW/㎠)

Cooling method

Power controller unit

(Power consumption)

Physical Dimensions(㎜)
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H-50AH4

H-200AH4

H-300AH4
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UV LED CURE MACHINE
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AREA TYPE
ITEM DESCRIPTION

50×50

1400 @WD10

Water Cooling

H-50VC (1330W)

200(W)×170(D)×70(H)

Irradiation area(㎜)

UV Intensity(mW/㎠)

Cooling method

Power controller unit

(Power consumption)

Physical Dimensions(㎜)

ITEM DESCRIPTION

230×150

600 @WD10

Forced Air Cooling

H-100VC × 2 (4.0kW)

410(W)×310(D)×193(H)

Irradiation area(㎜)

UV Intensity(mW/㎠)

Cooling method

Power controller unit

(Power consumption)

Physical Dimensions(㎜)

ITEM DESCRIPTION

250×100

1200 @WD10

Water Cooling

H-300VC (6.0kW)

400(W)×300(D)×160(H)

Irradiation area(㎜)

UV Intensity(mW/㎠)

Cooling method

Power controller unit

(Power consumption)

Physical Dimensions(㎜)
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UV LED CURE MACHINE
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EXECURE-H-1VCⅡ

H-1VCⅡ+H-1VH H-1VCⅡ+H-4VH
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Irradiation Distribution
H-1VH Unit + Detachable lens type LED Head Unit: Undetachable lens type

SPOT TYPE

LED Head Unit: Detachable lens type, Elliptical irradiation type
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UV LAMP CURE MACHINE
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OLED / AMOLED PANNEL CURE

ITEM DESCRIPTION

Ma in: 4600(W) x 1460(D) x 2200(H)
Power: 3250(W) x 730(D) x 2100(H)

350~500

220 or 380

50/60겸용

Mercury or Metal UV lamp, 5kw

상부(upper)8, 측면(Side)4

66

Cold  Mirror

IR Filter or Quartz,  PLC&Touch Screen, UV Sensor

CURING WIDTH(mm)

INPUT VOLTAGE(V)

FREQUENCY(Hz)

LAMP TYPE

LAMP Q’ty(ea)

TOTAL CAPACITY(kw)

REFLECTOR TYPE

OPTION

SYSTEM DIMENSION(mm)

JHCI-5012TC

ITEM DESCRIPTION

6000(W) x 1350(D) x 2050(H)

200~350

220 or 380

50/60겸용

Mercury or Metal UV lamp, 3kw

상부(upper)4, 측면(Side)10

47

Cold  Mirror

IR Filter or Quartz,  PLC&Touch Screen, UV Sensor

SYSTEM DIMENSION(mm)

CURING WIDTH(mm)

INPUT VOLTAGE(V)

FREQUENCY(Hz)

LAMP TYPE

LAMP Q’ty(ea)

TOTAL CAPACITY(kw)

REFLECTOR TYPE

OPTION

JHCI-3014EC

JHCI-308EC

200~350

220 or 380

50/60겸용

Mercury or Metal UV lamp, 3kw

8

40

Cold  Mirror

IR Filter or Quartz,  PLC&Touch Screen, UV Sensor

ITEM DESCRIPTION

Ma in: 2850(W) x 1600(D) x 2340(H)
Power: 1600(W) x 600(D) x 1670(H)

SYSTEM DIMENSION(mm)

CURING WIDTH(mm)

INPUT VOLTAGE(V)

FREQUENCY(Hz)

LAMP TYPE

LAMP Q’ty(ea)

TOTAL CAPACITY(kw)

REFLECTOR TYPE

OPTION
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LCD MODULE / UV TAPE REMOVER

ITEM DESCRIPTION

1080(W) x 1125(D) x 1150(H)

200~350

220 or 380

50/60겸용

Mercury or Metal UV lamp, 3kw

1

4.5

Cold  Mirror

IR Filter or Quartz,  PLC&Touch Screen, UV Sensor

SYSTEM DIMENSION(mm)

CURING WIDTH(mm)

INPUT VOLTAGE(V)

FREQUENCY(Hz)

LAMP TYPE

LAMP Q’ty(ea)

TOTAL CAPACITY(kw)

REFLECTOR TYPE

OPTION

JHCI-301TB-8in

ITEM DESCRIPTION

1000(W) x 1025(D) x 2330(H)

300

220 or 380

50/60겸용

Mercury or Metal UV lamp, 5kw

1

9

Cold  Mirror

IR Filter or Quartz,  PLC&Touch Screen, UV Sensor

SYSTEM DIMENSION(mm)

CURING WIDTH(mm)

INPUT VOLTAGE(V)

FREQUENCY(Hz)

LAMP TYPE

LAMP Q’ty(ea)

TOTAL CAPACITY(kw)

REFLECTOR TYPE

OPTION

JHCI-501ED-SH-12IN

JHCI-501ES-12in-SH

300

220 or 380

50/60겸용

Mercury or Metal UV lamp, 5kw

1

7

Cold  Mirror

IR Filter or Quartz, UV Sensor

ITEM DESCRIPTION

Ma in: 500(W) x 650(D) x 600(H)
Power: 340(W) x 470(D) x 130(H)

SYSTEM DIMENSION(mm)

CURING WIDTH(mm)

INPUT VOLTAGE(V)

FREQUENCY(Hz)

LAMP TYPE

LAMP Q’ty(ea)

TOTAL CAPACITY(kw)

REFLECTOR TYPE

OPTION

JHCI-301ES-12in-SH

300

220 or 380

50/60겸용

Mercury or Metal UV lamp, 3kw

1

3.6

Cold  Mirror

IR Filter or Quartz, UV Sensor

Ma i n : 630(W) x 200(D) x 310(H)
Power: 140(W) x 470(D) x 135(H)

ITEM DESCRIPTION

SYSTEM DIMENSION(mm)

CURING WIDTH(mm)

INPUT VOLTAGE(V)

FREQUENCY(Hz)

LAMP TYPE

LAMP Q’ty(ea)

TOTAL CAPACITY(kw)

REFLECTOR TYPE

OPTION



JU
EU

N
 U

V 
TE

CH

UV LAMP CURE MACHINE
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FILM CURE / UV COATING / 用胶片

AUTOMOTIVE GLASS CURE / 汽车 玻璃 固化

POWDER COATING / 粉末涂装

JHCI-1206TS

Ma in: 1600(W) x 800(D) x 800(H)
Power: 1800(W) x 1000(D) x 800(H)

1200

220 or 380

50 or 60

Mercury or Metal UV lamp, 12kw

6

81

Cold  Mirror

IR Filter or Quartz,  PLC&Touch Screen, UV Sensor

ITEM DESCRIPTION

SYSTEM DIMENSION(mm)

CURING WIDTH(mm)

INPUT VOLTAGE(V)

FREQUENCY(Hz)

LAMP TYPE

LAMP Q’ty(ea)

TOTAL CAPACITY(kw)

REFLECTOR TYPE

OPTION

JHCI-9602ES

1300(W) x 1630(D) x 1804(H)

500

220 or 380

50/60겸용

Mercury or Metal UV lamp, 5kw

2

34

Cold  Mirror

IR Filter or Quartz,  PLC&Touch Screen, UV Sensor

ITEM DESCRIPTION

SYSTEM DIMENSION(mm)

CURING WIDTH(mm)

INPUT VOLTAGE(V)

FREQUENCY(Hz)

LAMP TYPE

LAMP Q’ty(ea)

TOTAL CAPACITY(kw)

REFLECTOR TYPE

OPTION

JHCI-2003ES

Ma in: 2770(W) x 1400(D) x 1890(H)
Power: 1800(W) x 950(D) x 2000(H)

1800

220 or 380

50 or 60

Mercury or Metal UV lamp, 20kw

3

70

Cold  Mirror

IR Filter or Quartz,  PLC&Touch Screen, UV Sensor

ITEM DESCRIPTION

SYSTEM DIMENSION(mm)

CURING WIDTH(mm)

INPUT VOLTAGE(V)

FREQUENCY(Hz)

LAMP TYPE

LAMP Q’ty(ea)

TOTAL CAPACITY(kw)

REFLECTOR TYPE

OPTION

JHCI-806TS

Ma in: 770(W) x 164(D) x 243(H)
Power: 1700(W) x 1030(D) x 2100(H)

700

220 or 380

50 or 60

Mercury or Metal UV lamp, 8kw

6

50

Cold  Mirror

IR Filter or Quartz,  PLC&Touch Screen, UV Sensor

ITEM DESCRIPTION

SYSTEM DIMENSION(mm)

CURING WIDTH(mm)

INPUT VOLTAGE(V)

FREQUENCY(Hz)

LAMP TYPE

LAMP Q’ty(ea)

TOTAL CAPACITY(kw)

REFLECTOR TYPE

OPTION
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ITEM DESCRIPTION

2480(W) x 1090(D) x 1610(H)

600

220 or 380

50 or 60

Mercury or Metal UV lamp, 4.2kw

상부(upper)2, 하부(Under)2

20

Cold  Mirror

IR Filter or Quartz,  PLC&Touch Screen, UV Sensor

SYSTEM DIMENSION(mm)

CURING WIDTH(mm)

INPUT VOLTAGE(V)

FREQUENCY(Hz)

LAMP TYPE

LAMP Q’ty(ea)

TOTAL CAPACITY(kw)

REFLECTOR TYPE

OPTION

JHCI-424TC-UD

PCB / CAMERA MODULE(Top & Bottom UV curing)

MOBILE COATING

ITEM DESCRIPTION

1280(W) x 670(D) x 1140(H)

100

220 or 380

50 or 60

Mercury or Metal UV lamp, 1kw

상부(upper)1, 하부(Under)1

2.3

Cold  Mirror

IR Filter or Quartz

SYSTEM DIMENSION(mm)

CURING WIDTH(mm)

INPUT VOLTAGE(V)

FREQUENCY(Hz)

LAMP TYPE

LAMP Q’ty(ea)

TOTAL CAPACITY(kw)

REFLECTOR TYPE

OPTION

JHCI-122BC-UD

ITEM DESCRIPTION

2200(W) x 1000(D) x 2150(H)

200~350

220 or 380

50 or 60

Mercury or Metal UV lamp, 3kw

4

15

Cold  Mirror

IR Filter or Quartz,  PLC&Touch Screen, UV Sensor

SYSTEM DIMENSION(mm)

CURING WIDTH(mm)

INPUT VOLTAGE(V)

FREQUENCY(Hz)

LAMP TYPE

LAMP Q’ty(ea)

TOTAL CAPACITY(kw)

REFLECTOR TYPE

OPTION

JHCI-304TC-SP

/ 两面固化
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ITEM DESCRIPTION

2000(W) x 780(D) x 1900(H)

200~350

220 or 380

50 or 60

Mercury or Metal UV lamp, 3kw

2

4

Cold  Mirror

IR Filter or Quartz

SYSTEM DIMENSION(mm)

CURING WIDTH(mm)

INPUT VOLTAGE(V)

FREQUENCY(Hz)

LAMP TYPE

LAMP Q’ty(ea)

TOTAL CAPACITY(kw)

REFLECTOR TYPE

OPTION

JHCI-302TC

UV LAMP CURE MACHINE

14

LCD / OLED MATERIAL (conveyor type)

ITEM DESCRIPTION

2000(W) x 680(D) x 1510(H)

150~200

220 or 380

50 or 60

Mercury or Metal UV lamp, 1.5kw

2

3.5

Cold  Mirror

IR Filter or Quartz

SYSTEM DIMENSION(mm)

CURING WIDTH(mm)

INPUT VOLTAGE(V)

FREQUENCY(Hz)

LAMP TYPE

LAMP Q’ty(ea)

TOTAL CAPACITY(kw)

REFLECTOR TYPE

OPTION

JHCI-152BC

ITEM DESCRIPTION

1160(W) x 420(D) x 1250(H)

100

220 or 380

50 or 60

Mercury or Metal UV lamp, 1kw

1

1.6

Cold  Mirror

IR Filter or Quartz

SYSTEM DIMENSION(mm)

CURING WIDTH(mm)

INPUT VOLTAGE(V)

FREQUENCY(Hz)

LAMP TYPE

LAMP Q’ty(ea)

TOTAL CAPACITY(kw)

REFLECTOR TYPE

OPTION

JHCI-121BC

/ 传送型
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ITEM DESCRIPTION

Ma in: 960(W) x 560(D) x 705(H)
Power: 560(W) x 460(D) x 600(H)

100

220

50/60겸용

Mercury or Metal UV lamp, 1kw

2

2.3

Cold  Mirror

IR Filter or Quartz

CURING WIDTH(mm)

INPUT VOLTAGE(V)

FREQUENCY(Hz)

LAMP TYPE

LAMP Q’ty(ea)

TOTAL CAPACITY(kw)

REFLECTOR TYPE

OPTION

SYSTEM DIMENSION(mm)

UV LAMP CURE MACHINE
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JHCI-102BS-R3

ITEM DESCRIPTION

Ma in: 850(W) x 480(D) x 550(H)
Power: 320(W) x 420(D) x 320(H)

100

220

50/60겸용

Mercury or Metal UV lamp, 1kw

1

1.3

Cold  Mirror

IR Filter or Quartz

CURING WIDTH(mm)

INPUT VOLTAGE(V)

FREQUENCY(Hz)

LAMP TYPE

LAMP Q’ty(ea)

TOTAL CAPACITY(kw)

REFLECTOR TYPE

OPTION

SYSTEM DIMENSION(mm)

JHCI-101BS-V3

SEPARATE TYPE

ITEM DESCRIPTION

640(W) x 440(D) x 613(H)

100 x 100

220

50/60겸용

Mercury or Metal UV lamp, 1kw

1

1.3

Cold  Mirror

IR Filter or Quartz

SYSTEM DIMENSION(mm)

CURING WIDTH(mm)

INPUT VOLTAGE(V)

FREQUENCY(Hz)

LAMP TYPE

LAMP Q’ty(ea)

TOTAL CAPACITY(kw)

REFLECTOR TYPE

OPTION

JHCI-101BB

ITEM DESCRIPTION

Ma in: 200(W) x 200(D) x 250(H)
Power: 210(W) x 330(D) x 230(H)

50 x 50

220

50/60겸용

Mercury UV lamp, 400w

1

1

Cold  Mirror

IR Filter or Quartz

CURING WIDTH(mm)

INPUT VOLTAGE(V)

FREQUENCY(Hz)

LAMP TYPE

LAMP Q’ty(ea)

TOTAL CAPACITY(kw)

REFLECTOR TYPE

OPTION

SYSTEM DIMENSION(mm)

JHCI-051BS-V2

FOR LAB & TEST

/ 分离型

/ 研究
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EXECURE 4000

UL 750

·장비 배치가 용이함   ·수직, 수평의 조사 가능
·램프교환이 용이함    ·최장의 램프효율

·750W의 초고압 수은 램프를 장착

·장수명 UV램프로서 2000시간 사용가능

·사각형 제품을 경화하기에 유용

·렌즈 유닛의 사용

·다양한 응용프로그램과 호환이 가능
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200MX
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/ 照度仪

Features

UV SENSOR UV-200

UV detection ranges
·Light Power Measurement

   - 0.01~30mW/㎠(254nm) 0.3~900mW/㎠(365nm)

·Wavelength Monitoring

   - 170~380nm(UV-T254,L,S) 300~380nm(UV-T365)

Two types of light guides
·UV-H Heat Resistant Type -40℃ ~ +300℃

·UV-F Free Cut Type -40℃ ~ +70℃

ACCU-CAL150

UIT-250(Separate Type)

·피크조도, 적산광량 측정 가능

·UVA(320~390nm)

·Size(mm) : Ø177(D)×12.7(H)

·Sensor(mm) : Ø20

·顶点照度, 可测定 累计照度

·possible to measure peak intensity

   of UV light and accumulated

   UV light amount

Features Features
·피크조도, 적산광량 측정 가능
·수광기 교환으로 파장별 측정 가능
   (254, 365, 405nm)

·Size(mm) : 80(W)×180(D)×19(H)
·Sensor(mm) : Ø10

·顶点照度, 可测定 累计照度
·受光器 更换 测定 更多波长种类

·possible to measure peak intensity
   of UV light and accumulated
   UV light amount
·possible to measure each
   wavelength by exchange
   photodetector

·피크조도, 적산광량 측정 가능
·수광기 교환으로 파장별 측정 가능
   (254, 365, 405nm)

·Size(mm) : 80(W)×180(D)×19(H)
·Sensor(mm) :
   254nm Ø3 / 365,405nm Ø1

· 顶点照度, 可测定 累计照度
· 受光器 更换 测定 更多波长种类

·possible to measure peak intensity
   of UV light and accumulated
   UV light amount
·possible to measure each
   wavelength by exchange
   photodetector

Features

UV POWER PUCKⅡ

·피크조도, 적산광량 측정 가능

·顶点照度, 可测定 累计照度

·possible to measure peak intensity

   of UV light and accumulated

   UV light amount

·UVA or UVA2, UVB, UVC, UVV

·Size(mm) : Ø177(D)×12.7(H)

·Sensor(mm) : Ø20

·Size(mm) : 75(W)×202(D)×15(H)

·Sensor(mm) : 254nm Ø5 / 365,405nm Ø3

Features
·피크조도, 적산광량 측정 가능
·수광기 교환으로 파장별 측정 가능

   (254, 365, 405nm)

·possible to measure peak intensity of UV light and accumulated UV light amount
·possible to measure each wavelength by exchange photodetector

UVPF-A1

UIT-250(Single Type)

· 顶点照度, 可测定 累计照度
· 受光器 更换 测定 更多波长种类

/ 分离型 / 一体型

/ 传感器
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DISPENSER

Arc Length
발광장

Overall Length
전 장

TAD-200SJD-700 

·고정밀 압력 조절이 가능한 Controller 입니다.
·최소 0.005초 부터 시간 설정이 가능하므로
   토출양의 미세 조정이 가능합니다.
·모든 설정을 디지털화하여
   조작 및 정밀도를 높였습니다.
·Vacuum Control 기능을 탑재하여 토출완료 후
   자동 Vacuum 전환으로 액의 흐름을 정지
   시킵니다.

·高精密 压力可调的 控制器
·最少 0.005秒开始可设定时间, 因此可细微的调整 吐出量
·所有设定是数字化, 使提高操作和精密度
·佩戴Vacuum Control 功能, 
    使吐出完成以后自动转换为 Vacuum, 使液体停止流动

·High-precision pressure adjustable controller
·Possible fine-tuned to the discharge amount setting
   at least 0.005 seconds from the time settings
·Enhance toe operation and precision by
   digitizing all settings
·Equipped with Vacuum Control feature
   automatically stops the flow of liquid after
   completion of discharge

·에폭시, 접착제 같은 재료의 토출량 및 토출상태를
   제어하는 Controller 입니다.
·최소 0.01초 부터 시간 설정이 가능하므로
   소량 토출이 쉽습니다.
·입출력 신호 터미널로 자동화 기기 탑재가
   가능하며 어떠한 작업조건에도 설치가 편리 합니다.

·控制 环氧, 胶黏剂等材料的吐出量 及 吐出状态的控制器
·最少 0.01秒开始设定时间, 因此易于少量的吐出
·由于信号的输入输出终端, 可搭载自动化设备, 
    任何作业条件下便于安装

·Controller for controlling the discharge amount
   and state of the material such as epoxy, glue
·Easy fine-tuned to the discharge amount setting
   at least 0.01 seconds from the time settings
·Available the input signal terminals can be easy
   to use automation equipments and install in
   any working conditions

·Micro-Processor 방식의 고기능 정밀급
   Controller 입니다.
·극소의 토출량 제어 및 고속작업,
   Interval Timer에 의한 자동토출, 자동멈춤
   기능을 갖춘 Timer에 의한 편리성을 높인
   제품입니다.
·외부출력 기능을 다양화하여 자동화 및
   Interface가 용이합니다.

·Micro-Processor 方式的 高功能 精密的控制器
·控制极小的吐出量 及 高速作业,  
    依靠Interval Timer的自动吐出, 自动停止技能的, 
    依靠Timer提高便利性的产品
·外部输出功能多样化,  更易于自动化 及 Interface

·The high-performance precision Controller
   using Micro-Processor system
·Increasing the convenience by the timer with
   automatic stop function and discharge using
   micro-discharge, high speed operation, interval timer
·Available varying the external output function can
   be easy to use automate and interface

SBD-A100



JU
EU

N
 U

V TECH

UV ADHESIVE

19

UV ADHESIVE UV Intensities measured at365nm using
EIT/DYMAX ACCU-CAL 150 UV METER

제조사 품 번 용 도 색 상

호박색 D75
35,000
60,000cP

D60 14,000cP 고유의 색이 있어 Inspection 가능, 프라이머 7649(N)

Fixture Time 5sec, Depth of cure 2㎜ 일때3000mJ/㎠ 

Generally 15sec~2min

Fixture Time 5sec, Depth of cure 2㎜ 일때3000mJ/㎠

Fixture Time 5sec, Depth of cure 2㎜ 일때3000mJ/㎠

Fixture Time 5sec, Depth of cure 2㎜ 일때3000mJ/㎠

Fusion D Bulb 100 mW/㎠ @365nm, 4㎜ Depth of Cure 10sec

Tack free cure(220to 260nm의 intensity로 하면 빨라짐)15sec,
Depth of cure 2mm 일때3000mJ/㎠

프라이머 7649(N), Resist vibration and impact forces

Heat Aging Aged@93℃ for 340hour

flexible, Gap Filling

PCB접착력 우수, LENS 경통 고정용으로 사용

7,500cP

9,000cP

10,000cP

5,000cP

18,000cP to

D45

D70

D51

D53

UV 경화

UV 경화 /혐기성

UV 경화 /혐기성

UV/Visible 경화

UV/Visible 경화

UV/Visible 경화

UV/Visible 경화

호박색

불투명

연호박

베이지색

투명
호박색

청색

점 도 특 징 경 화경화방식 Durometer
Hardness

Henkel

LP-163
(3623)

326BLUE

366

LPD-4057

3103

3106

190024

와이어 고정 및 코팅

범용

금속, 유리, 열경화성 수지

연질, 폴리카보네이트

연질, 경질 PVC 접착

폴리카보네이트, 유연한 PVC

150mW/㎠ 일때 10~30 sec (4500mJ/㎠ 이하)

Fixture Time 3sec, Depth of cure 2mm 일때 3000mJ/㎠

50mW/㎠, 150mW/㎠, 1500mW/㎠ 최소 5초

Fixture Time 1sec, Depth of cure 2㎜ 일때 600mJ/㎠

Fixture Time 4sec, Depth of cure 2㎜ 일때 3000mJ/㎠

1/8"" Bead UV Flood 500mJ/㎠ UV SPOT (4000mW/㎠ ＞ 2sec이하)

＞1,000h , 85℃/85% RH

Low outgassing

Resist Yellowing

Fast Curing , Flexible

ISO 10993 Cytotoxicity, ISO 10993 Implantation(14days),,
Blue Fluorescing

MIL-I-46058C, IPC-CC-830B, UL 94 V-0, UL 746-E125cP

4,000cP

600cP

450cP, VT,
Gel:35,000cP

V3.1:4500cP, V3.5:17,000cP,
V3.7:50,000cP

3069:450cP, 
T:6,000cP Gel:25,000cP

D45

D75

D85

D60

D55

D80

UV/Visible 경화

UV/Visible 경화

UV/Visible 경화

UV 경화, Heat cure
(shadowed areas)

UV/Visible 경화, 
Moisture Cure(Secondary)

UV/Visible 경화, 
Moisture Cure(Secondary)

반투명

투명

투명

투명

무색 투명

투명, 연호박

Dymax

9481e

3-20686

CN-003

4-20418
-Series

3069
Series

9001
E-Series

PCB코팅(Conformal Coating)

유리 접착, 유리와 Plastic 접착

폴리카보네이트, 아크릴 접착
(크라이슬러 차량 SIDE MIRROR LED ATTATCH)

의료용 Needle Bonding, Metal Bonding,
Stainless Steel, AL, ABS

와이어 고정, Circuit boards 칩 보강(Encapsulation)

Lens 보강(모바일 렌즈 적용-삼성 SPEC),
Polycarbonate Headlamp(GM, FORD)

와이어 보강(ear/head phone),
Henkel 이미지 센서 렌즈 본딩, 칩 보강(Encapsulation)

기술정보

점도 분포
Typical Centipoise
(cP/mPas)

Typical Reference
Liquids at 20℃

1

10

110

200

440

1,100

3,000

10,000

18,000

65,000

100,000

200,000

1,500,000

Water

Kerosene

SAE 10 Oil

Maple Syrup

SAE 30 Oil

Castor Oil

Honey

Molasses

Chocolate Syrup

Vaseline

Sour Cream

Peanut Butter

Shortening

사용량
Bond-Line Gap
or Coating Thickness

Theoretical Area Covered by
1 Liter of Adhesive or Coating

0.002”      (51µm)

0.005”    (127µm)

0.010”    (254µm)

0.015”    (381µm)

30,500 in2  (212 ft2)  (19.7 m2)

12,200 in2  (84.7 ft2)  (7.88 m2)

6,100 in2  (42.4 ft2)  (3.94 m2)

4,070 in2  (28.3 ft2)  (2.63 m2)

경도

Bead Size Theoretical Usage
(Length per Liter)

1/32”    (.79mm)

1/16”    (1.6mm)

3/32”    (2.4mm)

1/8”      (3.2mm)

3/16”    (4.8mm)

1/4”      (6.4mm)

66,300 in (1,684 m)

16,600 in (422 m)

7,400 in (188 m)

4,100 in  (104 m)

1,900 in (48 m)

1,000 in (25.4 m)

This chart is for comparison purposes only.
It cannot be used for conversion reference.

RUBBER
BAND

CAR-TIRE
TREAD

GOLF BALL BONE

DOTS | Volume of a dot is ½ the volume of a sphere V = .2618D3

Volume    (µL)

Volume    (mL)
Diameter (mm)
Diameter (in)

0.1

0.0001

0.73

0.029

0.5

0.0005

1.24

0.049

1.0

0.001

1.56

0.061

5.0

0.005

2.67

0.103

0.010

3.37

0.133

10.0

0.025

4.57

0.180

25.0



- Be sure to read the m
anual for safety before using.

- The specification, outw
ard appearance and dim

ension are subject to change
   w

ithout prior notice due to the alteration of design.

주은유브이텍(주)

경기도 안양시 동안구 흥안대로 49번길 19
19, Heungan-daero 49beon-gil, Dongan-gu,
Anyang-si, Gyeonggi-do, Korea
京畿道 安养市 东安区 兴安大街 49路19号

Tel. 82-31-455-8400
Fax. 82-31-455-8411


